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MA-101ACT Wall-mounted Wireless Megaphone 
 

Features 

 The compact cabinet houses high efficiency full-range speaker that 
delivers loud and clear sound.  

 Up to 60-meter line-of-sight reception range. 
 Bluetooth connectivity for playing music. 
 Up to 97 selectable UHF frequencies. 
 Power on/off and volume adjustment can be remotely controlled via 

the MT‑101ACT wireless microphone. MT-101ACT transmitter can 

accept a lavalier, a headworn microphone or other audio inputs.  
 A line output for connecting MA-101EXP passive speaker to expand 

the sound field. 
 

 
Specifications 

Max. SPL 104 dB 

Drivers 5" full-range 

Frequency Range 125 Hz – 17 kHz 

Audio Inputs MIC IN or LINE IN: 1 × 1/4" (6.3 mm) 

Audio Output LINE OUT: 1 × 1/4" (6.3 mm) 

Amplifier Class D 

Output Power 50 W RMS, 85 W peak 

Receiver  1 × UHF (each swappable module has 97 selectable frequencies) 

Transmitter MT-101ACT 

Audio Player Bluetooth 

Power Supply AC 100 – 240 V 

Dimensions 190 × 275 × 150 mm (W × H × D) 

Weight Approx. 2.2 kg 

Optional Accessories MS-11 wall mount bracket 

Patents and Approvals Patented. Telecom and safety regulations approved 

Note Refer to the actual product in the event of product description discrepancy 

 

 

 
 

 

 


