MU-57H Waterproof Headworn Microphone

Features

.

.

IP57 rating.

The omnidirectional capsule unit features excellent off-axis
response and picks up sounds from all directions.

4.5 mm capsule fits all kinds of wearing.

Clear and brilliant sound. High fidelity, wide range, high dynamic
range, and rapid transient response for true natural sound
reproduction.

The sweat-repelling ring and anti-pop sponge protect the capsule
module.

The microphone boom is easily detachable from the frame and
can be worn on the left or right side of the frame.

The boom holder is fully rotatable so as to make adjustments in
length, direction and angle for precise and optimum microphone
positioning.

The newly designed adjustable frame offers stable and
comfortable wearing, suitable for lectures, stages or sports
applications.

Standard MIPRO 3.5 mm TS plug; other plug types can be
requested upon availability.

Specifications

Color Black

Waterproof Rating IP57

Frequency Response 40 Hz — 20 kHz
Polar Pattern Omnidirectional
Sensitivity -49 dBV/Pa

Bias DC5V

Capsule 4.5 mm

Max. SPL 135 dB

Connector MIPRO 3.5 mm TS
Cable Length 150 cm

Weight Approx. 24 g (frame included)

MIPRO Electronics Co., Ltd

a
— ®
M I PRO Headquarters: 814 Beigang Road, Chiayi, 600079, Taiwan
Tel: +886.5.238.0809 | Fax: +886.5.238.0803

WWWw.mipro.com.tw | mipro@mipro.com.tw

Specifications are subject to change without prior notice. MI024/01



