
 

  
MIPRO Electronics Co., Ltd 
Headquarters: 814 Beigang Road, Chiayi, 600079, Taiwan 

Tel: +886.5.238.0809 | Fax: +886.5.238.0803 

www.mipro.com.tw | mipro@mipro.com.tw 
 

Specifications are subject to change without prior notice. CE024/02 

 

ST-32 UHF Wind Instrument Transmitter Kit 
 

Features 

 The ST-32 wireless saxophone transmitter is made by integrating an 
SM-32M microphone module with a transmitter. Compatible with the 
analog receivers of ACT Series or MA Series wireless PA systems.  

 Simply clamp the ST-32 snugly with the SH-10S clip to a saxophone 
or other wind instrument. Easy to install and remove, the compact 
ST-32 can be strategically placed in flexible positions for great sound 
reproduction. 

 
Specifications 

Frequency Band UHF 480 – 934 MHz 

Bandwidth 24 MHz 

RF Power Output 30 mW (country dependent) 

Capsule Module MU-10 / MU-16 / MU-20 interchangeable condenser microphone capsule modules 

Receiver ACT Series analog receivers 

Channel Setting ACT™ sync 

Battery Type Built-in rechargeable Li-ion battery 

Charging Voltage DC 5 V / 1A 

Operating Time Up to 4 hours. A 10-minute quick charge provides up to 40 minutes of operation 

Accessories SH-10S clip, an adapter 

Dimensions 64 × 228 × 44 mm (W × H × D) 

Weight Approx. 81 g, battery included, excluding microphone modules 

 

 

 


